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BLACKLIGHT SERIES

  7”
(178mm)

4 1/8”
(106mm)

UV90-40-REF-CLR 
(178MM/40o)
Faceted aluminum optic.  
Tool-less, twist and lock  
installation. Aluminized finish.

  7”
(178mm)

4 1/8”
(106mm)

UV90-60-REF-CLR 
(178MM/60o)
Faceted aluminum optic.  
Tool-less, twist and lock  
installation. Aluminized finish.

HOOD UV90  
6 inch deep hood. Controls spill 
light and glare. Black finish. 

BARNDOOR UV90
4-way individually adjustable
blades for control of light
beam. Black finish.

DIRT SHIELD UV90 
Clear glass in sheet metal 
frame to prevent dirt and debris 
from going inside  
the fixture. 

  7”
(178mm)

4 1/8”
(106mm)

UV90-10-REF-CLR 
(178MM/10o)
Faceted aluminum optic.  
Tool-less, twist and lock  
installation. Aluminized finish.

  7”
(178mm)

4 1/8”
(106mm)

UV90-25-REF-CLR 
(178MM/25o)
Faceted aluminum optic.  
Tool-less, twist and lock  
installation. Aluminized finish.

UV LENS UV90
Narrow band pass filter blocks 
all visible light while allowing 
UV transmission.

HALF HOOD UV90 
6 1/16 inch deep half hood.  
Controls spill light and glare. 
Black finish. 




