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4" CEILING OUTLET BOX (BY OTHERS)

#12 THHN WIRES, 5 MAX. (BY OTHERS)
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GROUND SCREW
HANG STRAIGHT CROSSBAR
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45° SWIVEL HANG STRAIGHT BALL

FIELD CUTTABLE 5/8" DIA STEEL TUBING
DRILL GUIDE & MOUNTING SLEEVE
UNITRACK MOUNTING PLATE ASSEMBLY

STEEL BOW-TIE LOCKING PIN
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HANG STRAIGHT SUPPORT AND FEED STEM MOUNTING KIT

FOR NORMAL USAGE, LS| RECOMMENDS TWO (2) STEMS PER 4 FOOT (1.2M) LENGTH,
TWO (2) STEMS PER 8 FOOT (2.4M) LENGTH AND THREE (3) STEMS PER 12 FOOT (3.7M
LENGTH OF UNITRACK.

FEED STEM: MOUNT HANG STRAIGHT CROSSBAR TO JUNCTION BOX IN CEILING WITH
HARDWARE (BY OTHERS) CAPABLE OF WITHSTANDING A 50 LB. PULL. TO FIELD CUT STEM,
DETERMINE THE LENGTH OF THE STEM DESIRED. REMOVE STEEL BOW-TIE FROM STEM
SLEEVE. SLIDE SLEEVE OFF STEM. SEPARATE ALL COMPONENTS OF KIT. CUT STEM TO
DESIRED LENGTH, USING A SHARP HACKSAW OR A CHOP SAW WITH A NON-FERROUS BLADE.
PLACE SLEEVE OVER CUT END OF STEM. THE END OF SLEEVE SHOULD ALIGN WITH END OF
STEM. DRILL 3/16" DIA HOLE THROUGH STEM USING SLEEVE AS A DRILL GUIDE. REMOVE
ALL BURRS FROM DRILLING. ASSEMBLE ALL COMPONENTS IN PROPER LOCATIONS. REPLACE
BOW-TIE AND FEED WIRES THROUGH STEM TO SIX INCHES (6") BEYOND HANG STRAIGHT
BALL. LOOSEN HANG STRAIGHT BALL FROM STEM, THIS WILL ALLOW BALL TO PASS THROUGH
SLOT ON HANG STRAIGHT CROSSBAR. SLIDE BALL THROUGH SLOT, ALIGN NOTCH ON BALL WITH
TAB ON CROSSBAR. ONCE IN PLACE, TURN STEM CLOCKWISE TO TIGHTEN IN BALL. THIS

WILL ALSO PREVENT BALL FROM SLIDING OUT OF CROSSBAR SLOT. ONCE HANG STRAIGHT KIT
IS FULLY ASSEMBLED AND SECURED, ATTACH UNITRACK TO UNITRACK MOUNTING PLATE

AND FINISH WIRING.

35/16"
[64mm] SUPPORT STEM: SAME AS FEED STEM WITHOUT WIRES.
NOTE: UNITRACK CLOSURE COVER KIT AND/OR RACEWAY COVERS MUST BE
ORDERED SEPARATELY WHEN HANG STRAIGHT IS USED AS A FEED STEM
NOTES:

PLEASE ADVISE FINISH

CATALOG NUMBER _FINISH

1. INSTALL PER NEC AND ALL OTHER LOCAL CODES
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